
KM-4
3 dB VHF fiberglass antenna 1,0 m (3.3’) length - Windex ready

Frequency 156-162 MHz

Impedance 50 ohm

Electrical length 1/2  λ

V.S.W.R. < 1,5:1

Polarization Vertical

Gain 3 dB

Max power input 50 W

DC Ground Yes

Whip material Fiberglass

Connector N Female

Mounting Stainless steel bracket

Length 1,0 m (3.3’)

Weight 0,30 kilo

Technical specifications

(code: PF AN NVHF00029) 5 YEAR
WARRANTY

Contents / Contenuto / Inhalt

1 x Antenna

1 x Stainless steel bracket

M A R I N E

FOAM
INJECTED

A N T E N N A

► Foam injected - 100% WATERPROOF

► Anti - UV high gloss finish

► N female connector

► Chrome brass joint for Windex installation

 The KM-4 combines all the technical features of the KM-3 antenna with the Windex type wind 
indicator support function, thanks to the special chrome-plated brass joint positioned at the top end. 
In a few minutes it is possible to position the pre-existing wind indicator or mount a new one, thus 
freeing up valuable space in the masthead. The antenna is supplied together with the hexagonal key 
to tighten the wind indicator.

 La KM-4 unisce tutte le caratteristiche tecniche dell’antenna KM-3 alla funzione di supporto per 
indicatore del vento tipo Windex, grazie all’apposito giunto in ottone cromato posizionato alla estremità 
superiore.  In pochi minuti è possibile posizionare l’indicatore di vento preesistente o montarne uno 
nuovo, liberando così prezioso spazio in testa d’albero. L’antenna vene fornita unitamente alla chiave 
esagonale per effettuare il serraggio dell’indicatore del vento.

 Die KM-4 kombiniert alle technischen Merkmale der KM-3-Antenne mit der Windanzeiger-
Stützfunktion vom Typ Windex, dank des speziellen verchromten Messinggelenks am oberen Ende. In 
wenigen Minuten ist es möglich, den vorhandenen Windindikator zu positionieren oder einen neuen zu 
montieren und so wertvollen Platz im Impressum freizugeben. Die Antenne wird zusammen mit dem 
Sechskantschlüssel geliefert, um die Windanzeige zu befestigen.
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