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APPLICATION:

CONDUCTOR RESISTANCE Ω/Km=5%

** TSK 201
Voice Evacuation

** Production on demand

°C

MIN. BENDING RADIUS Outer ø

IMPEDANCE 

MAX PULL STRENGTH N
Kg

2

100/100

-30/+70

2x1,00
CU

32x0,19

19,50

100/300/500

Violet

2,50
Silicon Rubber

7,10

1 Cond. Black and 1 Red

110

10

60

100
10

** TSK 202
Voice Evacuation

2

100/100

-30/+70

2x1,50
CU

28x0,25

13,30

100/300/500

Violet

2,80
Silicon Rubber

7,80

1 Cond. Black and 1 Red

110

10

60

150
15

** TSK 203
Voice Evacuation

2

100/100

-30/+70

2x2,50
CU

48x0,25

7,98

100/300/500

Violet

3,40
Silicon Rubber

8,90

1 Cond. Black and 1 Red

110

10

60

250
25

NEW
  

Standards: RoHS2 2011/65/UE - EN50200 (PH120) - CEI 20-105 V1 - UNI 9795 - CEI 60332-2-25

Tasker has introduced two new cable lines dedicated to fi re safety, all resistant to direct fl ame for 120 minutes (PH120).
The fi rst is represented by unshielded cables with purple sheath, adviced for voice evacuation, while the second by shielded cables 
with red sheath, for fi re detection systems. All models feature formation in stranded red copper, silicone rubber cores and sheath in 
LSZH polymer, M1 quality. In order to meet the diff erent system requirements we have available 1, 1.5 and 2.5 mm² sections.

Products description  Tasker ha introdotto due nuove linee di cavi dedicati alla sicurezza anti-incendio, tutti resistenti 
alla fi amma diretta per 120 minuti (PH120). La prima è rappresentata dai cavi non schermati con guaina viola, indicati per 
l’evacuazione vocale mentre la seconda dai cavi schermati, con guaina di colore rosso, per i sistemi di rilevamento incendi. 
Tutti i modelli presentano formazione in rame rosso multifi lare, anime in gomma siliconica e guaina in polimero LSZH di qualità M1. 
Per venire incontro alle diverse esigenze d’impianto sono disponibili sezioni da 1, 1,5 e 2,5 mm².

TEMPERATURE UNDER FIRE °C 850 850 850
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RoHS2 2011/65/UE - EN50200 (PH120) - CEI 20-105 V1 - UNI 9795 - CEI 60332-2-25

Tasker has introduced two new cable lines dedicated to fi re safety, all resistant to direct fl ame for 120 minutes (PH120).
The fi rst is represented by unshielded cables with purple sheath, adviced for voice evacuation, while the second by shielded cables 
with red sheath, for fi re detection systems. All models feature formation in stranded red copper, silicone rubber cores and sheath in 
LSZH polymer, M1 quality. In order to meet the diff erent system requirements we have available 1, 1.5 and 2.5 mm² sections.

Products description  Tasker ha introdotto due nuove linee di cavi dedicati alla sicurezza anti-incendio, tutti resistenti 
alla fi amma diretta per 120 minuti (PH120). La prima è rappresentata dai cavi non schermati con guaina viola, indicati per 
l’evacuazione vocale mentre la seconda dai cavi schermati, con guaina di colore rosso, per i sistemi di rilevamento incendi. 
Tutti i modelli presentano formazione in rame rosso multifi lare, anime in gomma siliconica e guaina in polimero LSZH di qualità M1. 
Per venire incontro alle diverse esigenze d’impianto sono disponibili sezioni da 1, 1,5 e 2,5 mm².
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APPLICATION:

CONDUCTOR RESISTANCE Ω/Km=5%

TSK 301
Fire Detection

°C

MIN. BENDING RADIUS Outer ø

IMPEDANCE 

MAX PULL STRENGTH N
Kg

2

100/100

-30/+70

2x1,00
CU

32x0,19

19,50

100/300/500

Red

2,50 Silicon Rubber

7,10

1 Cond. Black and 1 Red

110

10

60

100
10

TSK 302
Fire Detection

2

100/100

-30/+70

2x1,50
CU

28x0,25

13,30

100/300/500

Red

2,80 Silicon Rubber

7,80

1 Cond. Black and 1 Red

110

10

60

150
15

TSK 303
Fire Detection

2

100/100

-30/+70

2x2,50
CU

48x0,25

7,98

100/300/500

Red

3,40 Silicon Rubber

8,90

1 Cond. Black and 1 Red

110

10

60

250
25

NEW
  

SHIELDING metallic Foil Tape 100%

+ tinned copper Drain Wire

metallic Foil Tape 100%

+ tinned copper Drain Wire

metallic Foil Tape 100%

+ tinned copper Drain Wire
type and

coverage

TEMPERATURE UNDER FIRE °C 850 850 850


