
 

Armored Cables for Fixed/Underground installation - Anti-Rodents

 

NEW

INNER CABLE

NOMINAL 
SECTION

CONDUCTOR 
FORMATION

INSULATION

SHEATH

MAX RATED VOLTAGE

Products description

CONDUCTOR RESISTANCE

PACKAGING

OPERATIVE TEMPERATURE

Standards:

AZIENDA
CERTIFICATA
UNI EN ISO

9001
OFC
COPPER

SHEATH COLOUR

EXTERNAL CABLE DIAM.

n° Cond.

AWG

ø mm

ø mm

type
ø mm

Ω/Km=5%

m

V.

ø mm

 

RoHS2 2011/65/UE - 2002/95/EC

CEI 20/37 and CEI 20-22/II°

New range of high resistant armored cable for underground installation, for fixed application, even in presence of rodents.
- Loudspeaker Cable
- Balanced Microphone Cable
- Digital Audio Cable also for DMX application
- Video Cable
This products line is available on demand in different size of reels. 
All these cables are also available in unarmored version with PVC, L.S.Z.H., PE e PUR sheaths.

Nuova gamma di cavi armati super resistenti per applicazioni interrate, adatti a pose fisse anche in presenza di roditori.
- Cavi Cassa
- Cavi Microfonici Bilanciati
- Cavi Audio Digitali anche per protocollo DMX
- Cavi Video
Questa linea di prodotti è realizzabile, su richiesta, su bobine di diversa pezzatura.
Tutta la gamma è realizzata anche nelle versioni non armate, con guaine in PVC, L.S.Z.H., PE e PUR.

trade mark of MILAN S.r.l. 
Viale Europa, 74  20090 Cusago (MI) Italy
Tel. +39 02 9039.4556 - 4158  Fax. +39 02 9039.4551

www.tasker.it

ARMOR

2

CU
2x13

54x0,25

3,20

49

9

-20/+70

Black

100/300/500

9,50

Galvanized Steel

PVC

8,50
PVC Flame Retardant

OFC

Pag. 1

2

CU
2x16

28x0,25

2,60

49

16

-20/+70

Black

100/300/500

8,40

Galvanized Steel

PVC

7,40
PVC Flame Retardant

2

CU
2x14

43x0,25

3,10

49

12

-20/+70

Black

100/300/500

9,20

Galvanized Steel

PVC

8,20
PVC Flame Retardant

OFC OFC

** T21 AR
Loudspeaker Cable

** T22 AR
Loudspeaker Cable

** T23 AR
Loudspeaker CableAPPLICATION:

** Production on demand

°C=10%



 

Armored Cables for Fixed/Underground installation - Anti-Rodents

 

NEW

INNER CABLE

NOMINAL 
SECTION

CONDUCTOR 
FORMATION

INSULATION

SHIELD

SHEATH

MAX RATED VOLTAGE

Products description

CAPACITY    core/shield

CONDUCTOR RESISTANCE

PACKAGING

OPERATIVE TEMPERATURE

Standards:

AZIENDA
CERTIFICATA
UNI EN ISO

9001
OFC
COPPER

IMPEDANCE

SHEATH COLOUR

EXTERNAL CABLE DIAM.

n° Cond.

mm2

ø mm

ø mm

type and
coverage

type
ø mm

Ω/Km=5%

pF/m

m

V.

Ω=3%

ø mm

 

RoHS2 2011/65/UE - 2002/95/EC

CEI 20/37 and CEI 20-22/II°

New range of high resistant armored cable for underground installation, for fixed application, even in presence of rodents.
- Loudspeaker Cable
- Balanced Microphone Cable
- Digital Audio Cable also for DMX application
- Video Cable
This products line is available on demand in different size of reels. 
All these cables are also available in unarmored version with PVC, L.S.Z.H., PE e PUR sheaths.

Nuova gamma di cavi armati super resistenti per applicazioni interrate, adatti a pose fisse anche in presenza di roditori.
- Cavi Cassa
- Cavi Microfonici Bilanciati
- Cavi Audio Digitali anche per protocollo DMX
- Cavi Video
Questa linea di prodotti è realizzabile, su richiesta, su bobine di diversa pezzatura.
Tutta la gamma è realizzata anche nelle versioni non armate, con guaine in PVC, L.S.Z.H., PE e PUR.

trade mark of MILAN S.r.l. 
Viale Europa, 74  20090 Cusago (MI) Italy
Tel. +39 02 9039.4556 - 4158  Fax. +39 02 9039.4551

www.tasker.it

PAIR CAPACITY pF/m

ARMOR

2
1CU
2x0,25

8x0,20

1,5

49

75

90

-20/+70

6,00

Black

100/300/500

7,00

Spiral CS
100%

55

Galvanized Steel

Compact PE

PVC Flame Retardant

OFC

Pag. 2

** C114 AR
Analogue Audio Cable

** C128 AR
Analogue Audio Cable

** TSK1038 AR
Digital Audio CableAPPLICATION:

2
1CU+1CS
2x0,35

11x0,20

1,7

49

60

92

-20/+70

6,30

Black

100/300/500

7,30

CS Braid
90%

55

Galvanized Steel

Compact PE

PVC Flame Retardant

OFC

2
CS
2x0,35

11x0,20

1,6

49

60

90

-20/+70

110

6,30

Black

100/300/500

7,30

CS Braid 85% + 
CS Drain Wire

45

Galvanized Steel

PVC Flame Retardant

OFC

PPE

** RG59 AR
Coax Video Cable

1
CW
1x0,26 (75Ω)

1x0,58

3,7

2000

158

67

-15/+70

75

6,10

Black

100/300/500

7,10

CU Braid
98%

Galvanized Steel

Compact PE

PVC

** TSK1078 AR
Digital Video Cable

1
CU
1x0,52 (75Ω)

1x0,81

3,7

49

33

53

-30/+70

75

5,90

Black

100/300/500

6,90

Foil Tape 100%
CS Braid 95%

Galvanized Steel

Foam PE

** Production on demand

°C=10%



 

Microphone & Loudspeaker Cables

 

NEW

INNER CABLE

NOMINAL 

SECTION

CONDUCTOR 

FORMATION

INSULATION

SHIELD

SHEATH

MAX RATED VOLTAGE

Products description

CAPACITY core/core

                   core/shield

CONDUCTOR RESISTANCE

DRAIN WIRE

PACKAGING

OPERATIVE TEMPERATURE

Standards:

AZIENDA

CERTIFICATA

UNI EN ISO

9001
OFC
COPPER

SHEATH COLOUR

n° Cond.

mm2

mm

ø mm

type
coverage

type

ø mm

/Km=5%

pF/m

pF/m

m

°C

V.

 

RoHS2 2011/65/UE - 2002/95/EC

CEI 20/37 and CEI 20-22/II°

New line of loudspeaker and balanced microphone cables with L.S.Z.H. sheaths, a thermoplastic 

PVC or PUR

Nuova linea di cavi cassa e microfonici bilanciati con guaine in L.S.Z.H., un polimero termoplastico 
ritardante la fiamma e a zero emissione di alogeni. 
Cavi extra flessibili adatti alle istallazioni sia indoor che outdoor, sia per applicazioni ad uso privato 
che pubbliche, dove è richiesta una particolare attenzione alla prevenzione incendi.
Tutta la gamma è realizzabile nelle versioni armate o con guaine in PVC o PUR.

trade mark of MILAN S.r.l. 
Viale Europa, 74  20090 Cusago (MI) Italy
Tel. +39 02 9039.4556 - 4158  Fax. +39 02 9039.4551

www.tasker.it

2

49

-15/+70

2x0,22
CU

28x0,10

Spiral CU
100%

90

75

160

100/300/500

3,8

Black

C286 L.S.Z.H.

1,2

OFC

Compact XLPE

CS

C114 L.S.Z.H.

2

2x0,25
CU

8x0,20

1,5

Spiral CU
100%

49

75

55

90

-15/+70

OFC

6,3

100/300/500

Black

Compact PE

C128 L.S.Z.H.

2

2x0,35
1CU+1CS

11x0,20

1,7

Braid CS
90%

49

60

55

92

-15/+70

OFC

6,3

100/300/500

Black

Compact PE

Applications

Connectors

XLR female

Jacks

XLR male

Pag. 1



 

Microphone & Loudspeaker Cables

 

NEW

INNER CABLE

NOMINAL 

SECTION

CONDUCTOR 

FORMATION

INSULATION

SHEATH

MAX RATED VOLTAGE

Products description

CONDUCTOR RESISTANCE

PACKAGING

OPERATIVE TEMPERATURE

Standards:

AZIENDA

CERTIFICATA

UNI EN ISO

9001
OFC
COPPER

SHEATH COLOUR

n° Cond.

mm2

mm

ø mm

type

ø mm

/Km=5%

m

°C

V.

 

RoHS2 2011/65/UE - 2002/95/EC

CEI 20/37 and CEI 20-22/II°

New line of loudspeaker and balanced microphone cables with L.S.Z.H. sheaths, a thermoplastic Nuova linea di cavi cassa e microfonici bilanciati con guaine in L.S.Z.H., un polimero termoplastico 
ritardante la fiamma e a zero emissione di alogeni. 
Cavi extra flessibili adatti alle istallazioni sia indoor che outdoor, sia per applicazioni ad uso privato 
che pubbliche, dove è richiesta una particolare attenzione alla prevenzione incendi.
Tutta la gamma è realizzabile nelle versioni armate o con guaine in PVC o PUR.
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Viale Europa, 74  20090 Cusago (MI) Italy
Tel. +39 02 9039.4556 - 4158  Fax. +39 02 9039.4551
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C265 L.S.Z.H.

2

2x1,00
CU

32x0,20

2,6

49

21

-15/+70

7,2

50/100/300/500

Black

Pag. 2

8

49

-15/+70

8x4,00
CU

128x0,20

6

50/100/300/500

Black

C282

4,2

OFC

PVC

00

16,6

PVC

OFC

PVC

C275 L.S.Z.H.

2

2x1,50
CU

48x0,20

3,0

49

16

-15/+70

8,0

50/100/300/500

Black

OFC

PVC

C276 L.S.Z.H.

2

2x2,50
CU

80x0,20

3,5

49

12

-15/+70

9,0

50/100/300/500

Black

OFC

PVC



  

  

Coaxial Cables for Wi-Fi and RF 50 Ω - LOW LOSS

C525
(RF195)

C526
(RF240)

C527
(RF240F)

C528
(RF400)

C529
(RF400T)(RF195) (RF240) (RF240F)

INNER CONDUCTOR

DIELECTRIC

TOTAL TAPING

SHEATH

ATTENUATION

dB/100 m.

IMPEDANCE

CAPACITY

VELOCITY OF PROPAGATION

SCREENING EFFECTIVENESS

SHIELD

type

Ø mm

CU

0,95

type

Ø mm

PEE

2,80

type -

type

Ø mm

PVC2

5,00

    50 MHz

  100 MHz

  400 MHz

  800 MHz

1000 MHz

3000 MHz

8,5

11,3

22,9

33,2

37,5

73,4

(Ohm)

(pF/m.)

(%)

(dB)

50

80

80%

>85

type

coverage

type

coverage

LTA

100%

CS

96%

CU

1,44

PEE

3,80

-

PVC2

6,10

5,7

7,8

16,2

23,5

26,0

49,9

50

80

84%

>95

LAS

100%

CS

80%

CU

19x0,28

PEE

3,80

-

PVC2

6,10

7,3

9,8

19,7

29,0

32,7

64,0

50

80

80%

>95

LAS

100%

CS

80%

CU

2,70

PEG

7,25

Pet

PE

10,30

2,5

3,6

7,9

11,7

13,2

25,1

50

80

84%

>90

LAS

100%

CS

70%

CCA

2,74

PEE

7,25

Pet

PE

10,30

2,5

3,6

7,9

11,7

13,2

25,1

50

80

84%

>95

LAS

100%

CS

90%

trade mark of MILAN S.r.l. 
Viale Europa, 74  20090 Cusago (MI) Italy
Tel. +39 02 9039.4556 - 4158  Fax. +39 02 9039.4551

AZIENDA
CERTIFICATA
UNI EN ISO
9001:2008

www.tasker.it
  

NEW

(RF400) (RF400T)
Applications

Products Description:
Cavi coassiali con conduttore rigido e doppia schermatura 
50Ω per alte frequenze 3GHz ed a bassa perdita (Low Loss) 
per Wi-Fi e Radio-frequenza.
Adatti a connessioni in posa fi ssa e mobile su lunga distanza 
di antenne per la trasmissione e ricezione di segnali: 
Wi-Fi, WLAN, GPS, Mobile e Car phone, Network access 
device etc.

Coaxial cables with stiff wire and double-shielded 50Ω 
3GHz high frequency and low loss for Wi-Fi and 
Radio-frequency. Suitable for fi  xed and mobile laying 
connections on long-distance antennas for transmission and 
reception of signals: Wi-Fi, WLAN, GPS, Mobile phone and 
car, Network access device, etc.



 

Komby Lan Cables

 

NEW

INNER CABLE

NOMINAL SECTION

CONDUCTOR FORMATION

DIELECTRIC/INSULATION

SHIELD ON SINGLE PAIRS

EXTERNAL INNER SHEET

MAX RATED VOLTAGE

Products description

CONDUCTOR RESISTANCE

PACKAGING

OPERATIVE TEMPERATURE

Standards:

AZIENDA
CERTIFICATA
UNI EN ISO

9001
OFC
COPPER

IMPEDANCE

INNER SHEATH COLOUR
EXTERNAL CABLE DIAM.

n° Cond.

mm2

mm

ø mm

type/coverage

ø mm

Ω/Km=5%

m

V.

Ω=3%

ø mm

 

RoHS2 2011/65/UE - 2002/95/EC

CEI 20/37 and CEI 20-22/II°

New Hybrid LAN cables, with one cable is possible to carry different kind of signals with power 
supply. All products are made with L.S.Z.H. sheath, flame retardant and halogen free. These cables 
have an excellent flexibility and are suitable for indoor or outdoor applications, for fixed or mobile 
installation and also within ducts, conduits, pannels and false ceilings. Cables suitable for 
Broadcast, DMX and LAN installation, in TV and recording studios, theatres, public buildings and 
sports facilities, music events, performances and public events.
The entire range of products is also available with PVC or Polyurethane (PUR) sheaths.

Nuovi Cavi LAN ibridi, con un solo cavo è possibile trasportare diverse tipologie di segnale insieme 
all’alimentazione. Tutti prodotti con guaine in L.S.Z.H., ritardanti la fiamma e a zero emissioni 
di alogeni. Questi prodotti mantengono un’ottima flessibilità e sono adatti sia per applicazioni 
interne che esterne, in posa fissa o mobile e anche all’interno di canaline, corrugati, quadri e 
controsoffitti. Cavi Adatti ad installazioni Broadcast, DMX e LAN, in studi TV e di registrazione, teatri, 
edifici pubblici ed impianti sportivi, eventi musicali, spettacoli e manifestazioni da piazza. 
Tutta la gamma è disponibile anche con guaina in PVC o in Poliuretano (PUR).

trade mark of MILAN S.r.l. 
Viale Europa, 74  20090 Cusago (MI) Italy
Tel. +39 02 9039.4556 - 4158  Fax. +39 02 9039.4551

www.tasker.it

PAIR CAPACITY pF/m

Applications

OUTER SHEET COLOUR

TOTAL SHIELDENG

DRAIN WIRE

INSULATION COLOUR

C734 L.S.Z.H.

3
4x2x0,25
CU

1x0,57

1,45

49

7,45

-30/+70

100

3x1,50
CU

30x0,25

16,0

7,50

Black

100/300/500

17,60

7,00

46

Black

AI/PET 100%

Tinned Copper
AI/PET 100%

PEE

OFC

1x(4x2)

2,50

OFC

White/Blue, 
White/Orange
White/Green, 
White/Brown

1xCat.6A F./F.T.P. +3 Power

C735 L.S.Z.H.

3
4x2x0,25
CU

1x0,57

1,45

49

7,45

-30/+70

100

3x2,50
CU

48x0,25

12,0

7,50

Black

100/300/500

20,00

8,20

46

Black

AI/PET 100%

Tinned Copper
AI/PET 100%

PEE

OFC

2x(4x2)

3,40

OFC

White/Blue, 
White/Orange
White/Green, 
White/Brown

2xCat.6A F./F.T.P. +3 Power

Pag. 1

°C=10%



 

Komby Lan Cables

 

NEW

INNER CABLE

NOMINAL SECTION

CONDUCTOR FORMATION

DIELECTRIC/INSULATION

SHIELD ON SINGLE PAIRS

EXTERNAL INNER SHEET

MAX RATED VOLTAGE

Products description

CONDUCTOR RESISTANCE

PACKAGING

OPERATIVE TEMPERATURE

Standards:

AZIENDA
CERTIFICATA
UNI EN ISO

9001
OFC
COPPER

IMPEDANCE

INNER SHEATH COLOUR
EXTERNAL CABLE DIAM.

n° Cond.

mm2

mm

ø mm

type/coverage

ø mm

Ω/Km=5%

m

V.

Ω=3%

ø mm

 

RoHS2 2011/65/UE - 2002/95/EC

CEI 20/37 and CEI 20-22/II°

New Hybrid LAN cables, with one cable is possible to carry different kind of signals with power 
supply. All products are made with L.S.Z.H. sheath, flame retardant and halogen free. These cables 
have an excellent flexibility and are suitable for indoor or outdoor applications, for fixed or mobile 
installation and also within ducts, conduits, pannels and false ceilings. Cables suitable for 
Broadcast, DMX and LAN installation, in TV and recording studios, theatres, public buildings and 
sports facilities, music events, performances and public events.
The entire range of products is also available with PVC or Polyurethane (PUR) sheaths.

Nuovi Cavi LAN ibridi, con un solo cavo è possibile trasportare diverse tipologie di segnale insieme 
all’alimentazione. Tutti prodotti con guaine in L.S.Z.H., ritardanti la fiamma e a zero emissioni 
di alogeni. Questi prodotti mantengono un’ottima flessibilità e sono adatti sia per applicazioni 
interne che esterne, in posa fissa o mobile e anche all’interno di canaline, corrugati, quadri e 
controsoffitti. Cavi Adatti ad installazioni Broadcast, DMX e LAN, in studi TV e di registrazione, teatri, 
edifici pubblici ed impianti sportivi, eventi musicali, spettacoli e manifestazioni da piazza. 
Tutta la gamma è disponibile anche con guaina in PVC o in Poliuretano (PUR).

trade mark of MILAN S.r.l. 
Viale Europa, 74  20090 Cusago (MI) Italy
Tel. +39 02 9039.4556 - 4158  Fax. +39 02 9039.4551

www.tasker.it

PAIR CAPACITY pF/m

** Production on demand

OUTER SHEET COLOUR

TOTAL SHIELDENG

DRAIN WIRE

INSULATION COLOUR

** TSK1070 L.S.Z.H.

3
4x2x0,25
CU

1x0,57

1,45

49

210

-30/+70

100

3x2,50
CU

48x0,25

7,50

8,20

Black

100/300/500

21,00

10,00

Black

CS Braid 60%

Tinned Copper
AI/PET 100%

PEE

OFC

1x(4x2)

3,70

OFC

White/Blue, 
White/Orange
White/Green, 
White/Brown

1x75Ω HDTV + Cat.7 S./F.T.P. +3 Power

1
1x0,88 (75Ω)
CU

7x0,40

7,10

4,80

OFC

Foam PE

CS Double Braid 95% Each

PUR

75

C733 L.S.Z.H.

3
2x(1x2x0,22)
CS

7x0,20

1,40

49

46

-30/+70

110

3x1,50
CU

28x0,25

90

3,80

Black

100/300/500

17,20

6,20

Black

CS Braid 80%

Tinned Copper
AI/PET 100%

PEE

OFC

2

2,30

OFC

Red/Blue

2xCat.7 S./S.T.P. + 2 Digital Audio + 3 Power

2x(4x2)
4x2x0,14
CU

7x0,16

6,40

1,05

OFC

Foam PE

CS Braid 65%

100

Pag. 2

White/Blue, Blue
White/Orange, Orange
White/Green, Green
White/Brown, Brown

AI/PET 100%
Tinned Copper

50

7,45 12,0

°C=10%



 
MILAN S.r.l.  a socio unico 
 

Head Office – Export department:       Ufficio Comm erciale e Centro Distribuzione 
Viale Europa, 74                                      Viale Europa 72 Strada F12 
20090 Cusago (MI) Italy                          20090 Cusago (MI) Italy 
T. +39 02 9039.4556-4158                      T. +39 02 9039.0037-0059 
F. +39 02 9039.4551                               F. +39 02 9039.0049 
www.taskercables.com                           www.tasker.it 

Capitale Sociale € 100.000,00 i.v.   Cod. Fisc. e  P. IVA 03835660154                                                                                          
R.E.A. MI 975732 Reg. imprese MI 178864-5179-14 
PEC: taskerpec@legalmail.it   
                                                                                

USE X Indoor Interno Edificio INSTALLATION X Fixed Fissa INFORMATION X 2011/65/EC RoHS Compliant

Impiego X Outdoor Limited Esterno Limitato Posa X Flexible Limited Flessibilità limitata Informazioni X Ver. B/ 22.01.16

Outdoor Direct Burial Esterno Interrato X Dynamic (Drag Chain) Mobile in Catena

……………………………. ……………………………. Dynamic (Torsion) Mobile in Torsione ………………………………

Conductor Resistance 90 Ω/Km ± 5%

Max Rated Voltage 150 V

Operative Temperature -30/+70°C  ± 10%

Cable Properties

  
 
                              

                          Technical Datasheet:              
 

                     tasker  C295 L.S.Z.H. - 4x0,22 mm² - Alarm Cable 
 

 
                                  A                                                         B          C                      D                      E 
        

 
        CATEGORY         Alarm Cable (See Video Catalogue). 
           CUSTOM           This product is also available in PVC or PUR. 
 
 
                  A:                 L.S.Z.H. polymer compound material – Fire Resistant and Halogen Free. 
                                        Surface White – RAL 9003 - Outer cable Ø: 3,80 (±0,20) mm. 
                  B:                  Shielding with Aluminum polyester tape covering 100%  
                                        + Drain Wire in O.F.C. tinned copper.                                                                                 
                  C:                 The four conductors are stranded together with polyester based tape.                               
                  D:                  Insulation with PVC – diam. Ø 1,00  (±0,20) mm. 
                                        Core colors: White, Red, Yellow and Green. 
                  E:                  Stranded formation of  7x0,20 mm in O.F.C. Red Copper . 
                                        Nom. Cross section 4x0,22 mm². 
 
 
 
 
 
 
 
 

 
 
 
 
 

 
 



 
MILAN S.r.l.  a socio unico 
 

Head Office – Export department:       Ufficio Comm erciale e Centro Distribuzione 
Viale Europa, 74                                      Viale Europa 72 Strada F12 
20090 Cusago (MI) Italy                          20090 Cusago (MI) Italy 
T. +39 02 9039.4556-4158                      T. +39 02 9039.0037-0059 
F. +39 02 9039.4551                               F. +39 02 9039.0049 
www.taskercables.com                           www.tasker.it 

Capitale Sociale € 100.000,00 i.v.   Cod. Fisc. e  P. IVA 03835660154                                                                                          
R.E.A. MI 975732 Reg. imprese MI 178864-5179-14 
PEC: taskerpec@legalmail.it   
                                                                                

USE X Indoor Interno Edificio INSTALLATION X Fixed Fissa INFORMATION X 2011/65/EC RoHS Compliant

Impiego X Outdoor Limited Esterno Limitato Posa X Flexible Limited Flessibilità limitata Informazioni X Ver. A / 22.01.2016

Outdoor Direct Burial Esterno Interrato X Dynamic (Drag Chain) Mobile in Catena

……………………………. ……………………………. Dynamic (Torsion) Mobile in Torsione ………………………………

Conductor 0,22 mm² Resistance 90 Ω/Km ± 5%

Conductor 0,50 mm² Resistance 40 Ω/Km ± 5%

Max Rated Voltage 150 V

Operative Temperature -30/+70°C ± 10%

Cable Properties

 
                              

                      Technical Datasheet:                              
       tasker  C296 L.S.Z.H. - 4x0,22 + 0x0,50mm² - Alarm Cable 
 
                                                                                                                                        F                 G 
                                                                                                                              0,22 mm² conductors           

 
                                                                                                                                                                     0,50 mm² conductors                        

                                  A                                                              B           C                   D                   E 
              

 

     CATEGORY     Alarm Cable (See Video Catalogue). 
      CUSTOM          This product is also available in PVC or PUR. 
 
              A:               L.S.Z.H. polymer compound material – Fire Resistant and Halogen Free. 
                                 Surface White – RAL 9003 - Outer cable Ø: 4,80 (±0,20) mm. 
              B:               Shielding with Aluminum polyester tape covering 100%  
                                 + Drain Wire in O.F.C. tinned copper.                                                            
              C:               The six conductors are stranded together with polyester based tape.  
      2x0,50 mm² conductors                                                  
             D:                Insulation with PVC – diam. Ø 1,50 (±0,20) mm. - Core colors: Red, Black. 
             E:                Stranded formation of  16x0,20 mm in O.F.C. Red Copper . 
                                 Nom. Cross section 2x0,50 mm². 
     4x 0,22 mm² conductors                                                  
              F:                Insulation with PVC – diam. Ø 1,00 (±0,20) mm. 
                                 Core colors: White, Red, Yellow and Green. 
              G:              Stranded formation of  7x0,20 mm in O.F.C. Red Copper  
                                 Nom. Cross section 4x0,22 mm². 
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20090 Cusago (MI) Italy                          20090 Cusago (MI) Italy 
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USE X Indoor Interno Edificio INSTALLATION X Fixed Fissa INFORMATION X 2011/65/EC RoHS Compliant

Impiego X Outdoor Limited Esterno Limitato Posa X Flexible Limited Flessibilità limitata Informazioni X Ver. A / 22.01.2016

Outdoor Direct Burial Esterno Interrato X Dynamic (Drag Chain) Mobile in Catena

……………………………. ……………………………. Dynamic (Torsion) Mobile in Torsione ………………………………

Conductor 0,22 mm² Resistance 90 Ω/Km ± 5%

Conductor 0,50 mm² Resistance 40 Ω/Km ± 5%

Max Rated Voltage 150 V

Operative Temperature -30/+70°C ± 10%

Cable Properties

 
                              

                           Technical Datasheet:                              
         tasker  C297 L.S.Z.H. - 6x0,22 + 0x0,50mm² - Alarm Cable 
 
                                                                                                                                        F                 G 
                                                                                                                              0,22 mm² conductors           

 
                                                                                                                                                                     0,50 mm² conductors                        

                                  A                                                              B           C                   D                   E 
              

 
     CATEGORY     Alarm Cable (See Video Catalogue). 
      CUSTOM          This product is also available in PVC or PUR. 
 
              A:               L.S.Z.H. polymer compound material – Fire Resistant and Halogen Free.    
                                 Surface White – RAL 9003 - Outer cable Ø: 5,20 (±0,20) mm. 
              B:               Shielding with Aluminum polyester tape covering 100%  
                                 + Drain Wire in O.F.C. tinned copper.                                                            
              C:               The six conductors are stranded together with polyester based tape.  
      2x0,50 mm² conductors                                                  
             D:                Insulation with PVC – diam. Ø 1,50 (±0,20) mm. - Core colors: Red, Black. 
             E:                Stranded formation of  16x0,20 mm in O.F.C. Red Copper . 
                                 Nom. Cross section 2x0,50 mm². 
     6x 0,22 mm² conductors                                                  
              F:                Insulation with PVC – diam. Ø 1,00 (±0,20) mm. 
                                 Core colors: White, Red, Yellow, Green, Grey and Orange. 
              G:              Stranded formation of  7x0,20 mm in O.F.C. Red Copper  
                                 Nom. Cross section 6x0,22 mm². 
 
 
 
 
 
 
 
 

 
 

 



 

Video Surveillance Cables 75Ω

 

NEW

INNER CONDUCTOR

NOMINAL 
SECTION

CONDUCTOR FORMATION

DIELECTRIC/INSULATION

SHIELD

SHEATH

MAX RATED VOLTAGE

Products description

VELOCITY OF PROPAGATION

CONDUCTOR RESISTANCE

PACKAGING

OPERATIVE TEMPERATURE

Standards:

AZIENDA
CERTIFICATA
UNI EN ISO

9001
OFC
COPPER

IMPEDANCE

SHEATH COLOUR

n° Cond.

mm2

mm

ø mm

type
coverage
type
coverage

ø mm
type

Ω/Km=5%

%

m

V.

Ω=3%

 

RoHS2 2011/65/UE - 2002/95/EC
CEI 20/37 and CEI 20-22/II°

New line of cables for video surveillance suitable both for indoor and outdoor installations. Cables with 
L.S.Z.H. sheath, a thermoplastic polymer, flame retardant and with zero halogen emission. Not only 
75Ω coaxial cables but also Komby cables able to carry high resolution signals with control or service 
lines and with secondary low resolution video signal. The entire range is available also with PVC or 
PUR sheaths and in armored version for underground application even in presence of rodents.

Nuova linea di cavi per la videosorveglianza adatti sia ad istallazioni indoor che outdoor grazie alle 
guaina in L.S.Z.H., polimero termoplastico ritardante la fiamma e a zero emissione di alogeni.
Non solo cavi coassiali a 75Ω ma anche cavi komby che permettono di trasportare segnali in alta 
risoluzione insieme a linee di controllo, servizi o linee video secondarie a bassa risoluzione.
Tutta la gamma è realizzabile anche nelle versioni armate o con guaine in PVC o PUR.

trade mark of MILAN S.r.l. 
Viale Europa, 74  20090 Cusago (MI) Italy
Tel. +39 02 9039.4556 - 4158  Fax. +39 02 9039.4551

www.tasker.it

** C291
1
1x0,12 (75Ω)
CW

1x0,41

1,95

2000

320

80

-20/+70

3,50

Blue RAL 5010

100/300/500

CS 
Braid 62%
LTA 
100%

CAPACITY pF/m 56

OFC

ATTENUATION
(dB/100 mt.)

100 MHz
400 MHz
800 MHz
1000 MHz
3000 MHz

PEE

15,3
30,3
43,8
49,9
87,5

75

PVC Flame Retardant

** C292 L.S.Z.H.

1
1x0,12 (75Ω)
CW

1x0,41

2000

320

80

-30/+70

7,00

Grey RAL 7001

100/300/500

CS 
Braid 62%
LTA 
100%

56

OFC

PEE

15,3
30,3
43,8
49,9
87,5

75

1,95

2
2x0,50
CU

1,70

** C293 L.S.Z.H.

1
1x0,12 (75Ω)
CW

1x0,41

2000

320

80

-30/+70

7,00

Grey RAL 7001

100/300/500

CS 
Braid 62%
LTA 
100%

56

OFC

PEE

15,3
30,3
43,8
49,9
87,5

75

1,95

2
2x0,75
CU

2,00

Applications

Pag. 1

INNER SHEATH COLOUR Blue Black/Red Blue Black/Red

PVC Flame Retardant PVC Flame Retardant

** Production on demand

°C=10%



 

Video Surveillance Cables 75Ω

 

NEW

INNER CONDUCTOR

NOMINAL 
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CONDUCTOR FORMATION

DIELECTRIC/INSULATION

SHIELD

SHEATH

MAX RATED VOLTAGE
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VELOCITY OF PROPAGATION

CONDUCTOR RESISTANCE

PACKAGING

OPERATIVE TEMPERATURE

Standards:

AZIENDA
CERTIFICATA
UNI EN ISO

9001
OFC
COPPER

IMPEDANCE

SHEATH COLOUR

n° Cond.

mm2

mm

ø mm

type
coverage
type
coverage
ø mm
type

Ω/Km=5%

%

m

V.

Ω=3%

 

RoHS2 2011/65/UE - 2002/95/EC
CEI 20/37 and CEI 20-22/II°

New line of cables for video surveillance suitable both for indoor and outdoor installations. Cables with 
L.S.Z.H. sheath, a thermoplastic polymer, flame retardant and with zero halogen emission. Not only 
75Ω coaxial cables but also Komby cables able to carry high resolution signals with control or service 
lines and with secondary low resolution video signal. The entire range is available also with PVC or 
PUR sheaths and in armored version for underground application even in presence of rodents.

Nuova linea di cavi per la videosorveglianza adatti sia ad istallazioni indoor che outdoor grazie alle 
guaina in L.S.Z.H., polimero termoplastico ritardante la fiamma e a zero emissione di alogeni.
Non solo cavi coassiali a 75Ω ma anche cavi komby che permettono di trasportare segnali in alta 
risoluzione insieme a linee di controllo, servizi o  linee video secondarie a bassa risoluzione.
Tutta la gamma è realizzabile anche nelle versioni armate o con guaine in PVC o PUR.

trade mark of MILAN S.r.l. 
Viale Europa, 74  20090 Cusago (MI) Italy
Tel. +39 02 9039.4556 - 4158  Fax. +39 02 9039.4551

www.tasker.it

CAPACITY pF/m

ATTENUATION
(dB/100 mt.)

100 MHz
400 MHz
800 MHz
1000 MHz
3000 MHz

** C298 L.S.Z.H.

1

1x0,12 (75Ω)
CW

1x0,40

250

320

80

-30/+70

6,80

Grey RAL 7001

100/300/500

CS 
Braid 62%
LTA 
100%

56

OFC

PEE

15,3
30,3
43,8
49,9
87,5

75

1,95

2
2x0,50
CU

1,70

-30/+70

8,0
15,9
22,8
26,2
48,2

** C221 L.S.Z.H.

1
1x0,50
CU+Carbon

1x0,80

3,50

35

84

5,30

Blue RAL 5010

100/300/500

CS 
Braid 62%
LTA 
100%

53

OFC

PE+Carbon

75

Pag. 2

1x2
2x0,22
CU

1,20

** C299 L.S.Z.H.

1

1x0,12 (75Ω)
CW

1x0,40

2000

320

80

-30/+70

7,50

Grey RAL 7001

100/300/500

CS 
Braid 62%
LTA 
100%

56

OFC

PEE

15,3
30,3
43,8
49,9
87,5

75

1,95

2
2x0,75
CU

2,00

1x2
2x0,22
CU

1,20

** Production on demand

Blue Black/Red

PVC Flame Retardant

INNER SHEATH COLOUR

PVC Flame RetardantPVC Flame Retardant PVC Flame Retardant

°C=10%
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